FACTORY MOLDED
CHAMFER, CONTINUOUS
ALL TOP EDGES

3/4% MIN
11/2" MAX

WAY FINDING SIGN
BLADE (BY OTHERS)

WHERE INDICATED ON PLANS:
OPTIONAL 2" YELLOW TRAFFIC
GRADE REFLECTIVE TAPE,
ALL AROQUND.

ROUTER PQST 1,/2"
DEFPTH TO

FIMISHED

GRADE N

ACCEPT TAPE

[~ WAY FINDING SIGN
BLADE (BY OTHERS)

WHERE INDICATED OM PLANS:

OPTIONAL 4" X 18" YELLOW TRAFFIC GRADE
REFLECTIVE TAPE ON TWO SIDES. CENTER IM
FPOST. ROUTER FOST 1/2” DERPTH TO
ACCEPT TAPE {OMIT WHERE ADDITIONAL SIGN
BLADES ARE USED)

8"X8” RECYCLED PLASTIC
POST WITH MOLDED CHAMFER
TOP, MOCHA BROWN COLOR

SLOPE TO DRAIN

N

FINISHED GRADE. COVER FOOTING
WITH SOIL. TOP W,/ WOOD CHIP
MULCH APPROVED BY CITY OF
BELLINGHAM PARKS. REMOVE EXCESS
EXCAVATED MATERIALS FROM SITE.

CONCRETE FOOTING
2500 PSl MIN.

SN TS

#6 REBAR, 127 LONG
CENTER IN POST

PRAB APPROVAL 01,/13/2010

PARKS AND RECREATION
DESIGN AND DEVELOPMENT

SEPTEMBER 3, 2015

CITY OF BELLINGHAM

DRAWING

SIGN POST 02840.05

DIRECT BURY




