
SELF - LEVELING ELASTOMER IC 
JOINT SEALANT, COLOR PER SPEC. 

ADJACENT PAVED SU RF ACE, 
SEE PLANS 

EXPANSION JOINT FULL DEPTH & WIDTH, 
RECESS IMPREGNATED JOI NT FILLER 1 / 2" 

CEMENT CONCRETE HEADER, 
CONTROL JOINTS 1 O' O.C., 
MED. BROOM FINISH, TYP. 

BOTTOM OF HEADER ELEVATION PER 

6" 

TOP OF HEADER ELEVATION 
VARIES, SEE PLANS 

1/2"R, TYP . 

INSIDE FACE OF HEADER SHALL BE SMOOTH 
& FREE OF SHARP EDGES AND BURRS 

VARIES, 
18" MIN. 

SUBGRADE/ DRAINAGE PER PLAN 
PROPRIETARY DRAIN SYSTEM 
#4 REIN. BAR, 2" CLEAR, TYP . 
4"-6" CSBC, TYP. COMP ACT TO 
95% MAXIM UM DENSITY 

PLAYGROUND HEADER/PAVEMENT - SECTION 
SCALE: 1"=1 ' - O" 

OUTSIDE FACE OF HEADER SHALL BE 
SMOOTH & FREE OF SHARP EDGES AND 
BURRS WHERE EVER IT IS EXPOSED BY 

GRADE 

NOTES: 

ADJACENT GRADE, TOPSOIL, LAWN 
PER SPEC. SLOPE TO DRAIN 

CEMENT CONCRETE HEADER, 
CONTROL JOINTS 10' O.C., 
MED. BROOM FINISH, TYP. 

BOTTOM OF HEADER ELEVATION 
VARIES, SEE PLANS 

1"=1'-0" 

TOP OF HE ADER ELEVATION 
VARIES, SEE PLANS 

1/ 2"R, TYP. 

INSIDE FACE OF HEADER SHALL BE SMOOTH 
& FREE OF SHARP EDGES AND BURRS 

VARIES, 
18" MI N. 

SUBGRADE/ DRAINAGE PER PLAN 
PROPRIETAR Y DRAIN SYSTEM 
#4 REIN. BAR, 2" CLEAR, TYP. 
4"-6" CSBC, TYP. COMPACT TO 
95% MAXIMUM DENSITY 

- SECTION 

A. CONSTRUCT PLAYGROUND HEADER PLUMB IN THE LOCA TION(S) & ELEVA TION(S), INCLUDING TOP & BOTTOM OF HEADER, SHOWN ON THE 
STAKING AND GRADING PLANS. GRADE ADJACENT SURFACES ACCORDING TO THE GRADING PLAN. 

B. SEE PROJECT PLANS & SPECIFICATIONS FOR INFORMATION ABOUT PLAYGROUND-RELATED LOCATION, DIMENSIONS, FALL SURFACING & 
CRITICAL FALL ZONE ACCESSIBLE ROUTE REQUIREMENTS. 

C. CONCRETE PER WSDOT STANDARD SPECIFICATIONS 
D. SEE PROJECT PLANS & SPECIFICATIONS FOR INFORMATION ABOUT SITE & PLAYGROUND GRADING REQUIREMENTS. 
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