
2"¢ x 6" LONG GALV. 
STEEL NIPPLE (WA-810) 
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TEMPORARY BLOWOFF FOR\ <QF====21ajy..f3, 
PRESSURE TEST AND. BACTERIA \ • 

SAMPLE BEFORE CITY CONN EC Tl ON ""'""-fl<'/ftri'-lrlll"l'~-'<'2-i;;! ___ ~--=--=--=--=--=--=--=--d~'"l';, ------------------
TO CONTRACTORS PIPE • FIRELINE 

M.J. PLUG DRILLED AND 
TAPPED FOR 2"¢ l.P.T. 

POST INDICATOR 
VALVE M.J. x M.J. 

M.J. PLUG DRILLED AND 
TAPPED FOR 2"iil l.P.T. 

TEMPORARY BLOWOFF \ 
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i REVERSE THRUST 
BLOCK ATTACHED 
TO FITTING WITH 
THREADED ROD 

NEIL WASHER 
2" x 4" x )2" THICK 
WJTH 1'lfo"iil HOLE STD DWG WA-810 \ 
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REVERSE THRUST BLOCK 
ATTACHED TO FITTING 
WITH THREADED ROD 

CITY OF BELLINGHAM 

FIRELINE RESTRAINTS 
AT PROPERTY LINE 

DRAWING 

WA-885 




