TYPICAL ROAD IMPROVEMENTS SECTION

26.5'  15'  2.5'  2.5'  10'  5.0'  2%  2%  1%  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT  2:1 DAYLIGHT

- 8' GRAVEL WSDOT SPEC 9-03.14(1)
- 2.5' CLASS 1/2" HMA
- 2" CRUSHED SURFACING TOP COURSE WSDOT SPEC 9-03.9(3)
- 4" C.P.P.
- SIDEWALK
- 2" OF 5/8" WASHED ROCK
- CURB AND GUTTER
- 5.0' SHOULDER
- RIPRAP LINED DITCH
- 2' SHOULDER
- 6" C.C.F.
- SIDEWALK
- 2.5' OF 8" WASHED ROCK

CASCADE
ENGINEERING GROUP, P.S.
119 Grand Avenue, Suite D
Bellingham, Washington 98225
(360) 306-8161

REVISIONS
DATE
DESIGN
DRAWN
CHECKED
SCALE
PROJECT NUMBER
SHEET NO.

02/12/2020  2:50PM  P:\M\MORG0001\0400CAD\DWG\Sheets\CONSOLIDATION AVE PRELIM\C03-STREET AND STORM.dwg
BELLINGHAM, WA
CITYVIEW VIEW APARTMENTS
CONSOLIDATION AVE. IMPROVEMENTS
DETAILS

MORG0001 C5